Lead halide perovskites (MAPbX3) have emerged as promising materials for photovoltaic and optoelectronic devices. However, their exceptional nonlinear properties have not been fully exploited in nanophotonics yet. Herein we fabricate MAPbX3 perovskite metasurfaces and explore their internal nonlinear processes. While both of third-order harmonic generation (THG) and three-photon luminescence are generated, the latter one is less affected by the material loss and has been significantly enhanced by a factor of 60. The corresponding simulation reveals that the improvement is caused by the resonant enhancement of incident laser in perovskite metasurface.
Owing to their exceptional properties in high refractive index, tunable bandgap, high efficiency of photoluminescence, and low-cost, lead halide perovskites (MAPbX3, X = Cl, Br, I or their mixtures) have been very promising materials for micro-and nano-photonic devices [1] [2] [3] [4] [5] , as well as the photovoltaics [6, 7] . In past few years, a series of perovskite based nanophotonic devices are proposed and experimentally demonstrated, e.g., photodetectors [2] light-emitting diodes (LEDs) [8, 9] , and micro-& nano-lasers [3, 5, [10] [11] [12] [13] . The performances of perovskite solar cells, photodetectors, LEDs and lasers have been significantly improved to record high values and the corresponding practical applications are extended to displays [14] [15] [16] , imaging, and sensors [17, 18] . Recently, exciton has been observed at room temperature in perovskite microplate and nanorod [19] [20] [21] , quickly resulting in the intense researches on the Bose-Einstein condensation and continuous-wave perovskite lasers. In addition, lead halide perovskites have also shown their great potential in nonlinear optics. The recent experiments show that the nonlinearities of lead halide perovskites are comparable to or even better than the conventional semiconductors such as GaAs [22] [23] [24] [25] [26] [27] [28] . However, despite of their exceptional nonlinear properties, lead halide perovskite based nonlinear photonic devices are still absent. This is mainly because that the lead halide perovskites are too unstable to be directly patterned with standard top-down fabrication techniques.
Meanwhile, most of nonlinear processes in perovskites such as higher order harmonic generations are supposed to be consumed by their extremely strong material absorption.
Very recently, the progresses on perovskite nanophotonics bring new hope to this field [5, 15, 16, [29] [30] [31] [32] [33] . The refractive index (n > 1.9) of lead halide perovskite is large enough to support Mie resonances in a single nanoparticle, which can thus enhance the local electromagnetic field [5, 14-16, 32, 33] and endow additional phase shift to incident light. Consequently, combining with the recent developments of nanofabrication techniques, the resonantly enhanced spontaneous emissions [15, 16, 34] , light matter interaction [33] , and absorption [35] in perovskite nanoparticles have been rapidly explored by different groups. By carefully designing the perovskite nanostructures and arranging them into metasurfaces, high resolution color nanoprinting [15] and dynamic holograms [14] have also been demonstrated. Compared with their linear counterparts, the nonlinear optical processes ( ( ) = ε 0
is supposed to be more dramatically dependent on the resonant enhancement of electromagnetic field. In this sense, the incorporation of lead halide perovskite in nanostructures can fully exploit their nonlinear optical properties such as nonlinear absorption and nonlinear refractive index to construct a broad range of novel nonlinear perovskite devices [16] . Herein, we fabricate near-infrared MAPbBr3 perovskite metasurfaces with a standard dry-etching technique and study their corresponding nonlinear processes.
In contrast to the harmonic generations, we find that the three-photon luminescence can fully exploit the exceptional linear and nonlinear properties of lead halide perovskite. With the resonant enhancement of perovskite metasurface, the three-photon luminescence emission has been significantly increased by a factor of 60, enabling a series of novel applications such as nonlinear color nanoprinting and optical image encoding.
Results
The synthesis and characterization of perovskite films 3 The lead halide perovskites films were obtained with a solution-processed spin-coating process (see Methods). [36] In the near-infrared spectrum, the refractive index of perovskite is relatively lower than the visible spectrum. Then the thickness plays a more essential role here to generate the near-infrared resonant modes. In our experiment, the thickness was controlled by either the concentration of precursor or the speed of spin-coating. Taking account of the grain size and surface roughness, the concentration has been optimized to 1.5 M and the thickness can be tuned from 380 nm to 420 nm with tiny standard deviation by controlling the speed of spin-coating (see Fig. 1a ). The grain sizes and the root mean square of surface roughness, which are characterized with atomic force microscope (AFM), are less than a few hundred nanometers and 10nm, respectively (see insets in Fig. 1a) . The X-ray diffraction (XRD) spectrum in Fig. 1b Fig. 1c are the photoluminescence and absorption spectra of perovskite film. Both of the bandedge and photoluminescence are consistent with the previous reports [11, 17, 36] . The refractive index of MAPbBr3 perovskite film has also been characterized by the ellipsometer. As shown in Fig. 1d , the refractive index is well above 1.9 over a large spectral range and the absorption is negligibly small below the bandgap (2.25 eV). All of these properties show that the synthesized perovskite films have good quality and are suitable for photonic devices.
The perovskite based nonlinear metasurfaces
Based on the above parameters, we have numerically designed the perovskite metasurfaces (see
Methods)
. Figure 2a shows its schematic picture, which consists of periodic perovskite strips. The width and lattice size are w and l, respectively. The thickness here and below is fixed at h = 420 nm. Since
MAPbBr3 perovskites are centrosymmetric, the second harmonic generation (SHG) is neglected and the perovskite metasurfaces are designed for high order nonlinear processes. [22] [23] [24] [25] [26] [27] [28] The solid line in Fig.   2b shows the transmission spectrum of a metasurface with w = 660 nm and l = 960 nm. A resonant dip can be clearly seen at 1500 nm. The corresponding field patterns (insets in Fig. 2b ) show it is a magnetic resonant mode, formed by the interference between the magnetic resonance in a single strip and the reflection of periodic structures. [37, 38] As the dashed line shown in Fig. 2b , there is no strong resonances at the 3ω frequency regions. As a result, the designed nonlinear processes such as THG and three-photon luminescence are mostly determined by the resonance of fundamental waves.
Compared with the single pass in a film, the resonance in perovskite nanostructure can confine light for a longer time. As a result, the incident laser is accumulated and the constructive interference shall enhance the amplitude of local electromagnetic field. Taking a THG process as an example, the amplitude is cubic proportional to the amplitude of electromagnetic field. The enhancement in the intensity of nonlinear signals (intensity) can thus be expressed as En∝|Eave| 6 /|Ein| 6 . Figure 2c shows the numerically calculated enhancement factor (En) as a function of incident wavelength. The off-resonance field enhancement is negligibly small. Once the incident light is on-resonance, the local electromagnetic field is drastically increased by more than two orders of magnitude. Such resonant enhancement of electromagnetic field is quite generic in perovskite metasurface. With the variation of strip width and lattice size, a broad range of enhancement has seen in Fig. 2d , clearly indicating the robustness of designed nonlinear phenomena in perovskite metasurfaces.
Then the perovskite metasurfaces were fabricated with electron-beam lithography and an inductively coupled plasma dry etching process (see Methods).
[11] Figure 3a shows the tilt-view scanning electron microscope (SEM) image of the perovskite metasurface. All the structural parameters such as lattice size (l), strip width (w), and thickness (h) follow the design in Fig. 2a very well. Then the transmission spectra at near infrared and visible spectrum have been experimentally recorded under a home-made microscope system by using a spectrometer coupled with two CCD cameras (see Methods).
The infrared transmission spectrum is plotted as solid line in In principle, while three-photon absorption and THG are the fifth-order process and the third-order process, respectively, they are both cubic proportional to the intensity of electromagnetic field. As mentioned above, the local field enhancement in perovskite metasurface has the ability of significantly enhancing the nonlinear signals. This is exactly what we have observed in the experiment. The offresonance incident laser only produces weak photoluminescence. Its intensity is very close to the value of a regular perovskite film. However, once the incident laser is tuned to the resonant position (1500 nm), the intensity of three-photon luminescence is dramatically enhanced and becomes much stronger than the perovskite film. To better illustrate this effect, we defined a measure of enhancement factor as F = Imetasurface/Ifilm, the normalization process of enhancement factor shows in the Supplementary Note 2. All the results are shown in Fig. 4d . The factor is more than 60 at the resonant wavelength. Such kind of enhancement is mainly attributed to the local field enhancement by taking into account the actual size and morphology of the fabricated sample. The influences of out-coupling efficiency of fluorescence [8] and Purcell factor [39] are not as strong as the Refs. [8, 39] (see detail discussions in the Supplementary Note 2). Similarly, the THG signals have also been enhanced at the resonant wavelength of the perovskite metasurface. However, as the open squares in Fig. 4d , the overall enhancement factor is only about 6.2.
And the maximal position deviates from the resonant wavelength. This kind of difference comes from the material absorption. When the incident laser is below 1520 nm, the corresponding THG signals are above the bandgap and are strongly absorbed by the perovskite [40] . Considering the applications of perovskite in photovoltaics, the material absorption is extremely strong and has almost fully suppressed the resonant enhancement at 1500 nm. Comparably, the three-photon luminescence is always below the bandgap and thus can fully exploit the local field enhancement. In this sense, while both of THG and three-photon luminescence can be generated and enhanced by our perovskite metasurface, the latter one can have supreme performances in practical applications.
The nonlinear nanoprinting and optical encryption
One of the important applications of metasurface is the color nanoprinting [41] [42] [43] . Here, the resonantly enhanced three-photon fluorescence is much stronger than the ones of un-resonant metasurface and perovskite film. As a result, the perovskite metasurfaces can also be applied as a nonlinear color nanoprinting, just like their nano-LEDs counterparts in linear region. For such kind of applications, the key parameters are the contrast and the spatial resolution. The first one relates to the enhancement factor and the latter one corresponds to the footprint of perovskite metasurface. To determine these parameters, we have reduced the period number of perovskite metasurface and studied their resonantly enhanced three-photon luminescence. All the experimental results are summarized in . While the enhancement factors in Fig. 5c are not as impressive as the result in Fig. 4 , as the right column shown in Fig. 5d , the resonantly enhanced photoluminescence are still good enough to be resolved from the surrounding medium. This enhanced three-photon luminescence is more straightforward in an optical image. As shown in the Supplementary Note 4, the bright green pixels can be identified from dark background (perovskite film) with the on-resonance excitation. The smallest footprint of metasurface with period of 4 is around 3.2 µm×3.2 µm (see toppanel in Fig. 5(d) ), giving a spatial resolution of 8000 dpi. This value is even comparable to the linear color nanoprinting systems and thus suitable for the applications including sensing, display, and imaging et al.
Another important application of metasurface is the optical encryption [44] [45] [46] [47] . While such kind of functions have been realized with conventional color nanoprinters, very complicated post-fabrication treatments are usually required, e.g. exposure to special gas and solutions [44] [45] [46] [47] . The nonlinear perovskite metasurface has its intrinsic advantage in such applications [48] . As illustrated in Fig. 4 and With the authorization, the user knows the resonant wavelength and excite the perovskite metasurface with a resonant wavelength of encoded information. Owing to the resonant enhancement, as shown in Fig. 5f , a green "NANO" has been obtained from the dark background. The user can also get a reversed image (Fig. 5g) by resonantly enhancing the background. However, if the user is un-authorized, the perovskite metasurfaces are typically excited with off-excitation lasers. As shown in Fig. 5h , the whole image is relatively dark and the encoded information is still un-readable when the metasurface was excited by a laser at 1350 nm (the other wavelengths are shown in Supplementary Figure 5) . With the increase of pumping power, the intensities of all pixels are increased simultaneously and the encoded information cannot be seen either. Thus we know that the encoded information can only be read with the designed wavelength. In most cases, the un-authorized attempts will excite the information by linear excitation. One example is shown in Fig. 5i with excitation at 400 nm. The displayed image is still a relatively uniform in all pixels and no information can be viewed, confirming that the encoded information cannot be cracked by single-photon excitation either. All these experimental observations are consistent with our expectation and clearly demonstrate the potential of nonlinear perovskite metasurfaces in optical encryption and optical imaging coding.
The experiment in Fig. 5 is only the proof of principle. The incident laser is designed for linear polarization with electric field perpendicular to the strip of perovskite metasurface. By exploiting the multiple design degrees of metasurfaces, more complicated incident laser can be designed, e.g. incident laser with different angular momentum [49] [50] [51] . Then the encoded information can be safer. In addition, by partially designing information, the encoded information can also be well concealed even though the unauthorized person scans the incident wavelength (see Supplementary Note 4). We must note here that the nonlinear processes within the perovskite metasurfaces are intrinsically interesting for both of fundamental researches and practical applications. As pointed out by Ref. [16] , the intrinsic material properties such as the state in photobleaching region (3.2 eV) can also enhance the three-photon luminescence by tens of times. Similarly, the material enhancement can also be realized with the multiexciton resonances [52] (see Supplementary Note 5). Consequently, the combination of structural enhancement and material enhancement in perovskite metasurface can further improve the nonlinear responses. In addition, the enhanced THG processes in perovskite metasurface is also interesting. In contrast to the photoluminescence, the THG signals are coherent and their local phases can be precisely controlled by the nanoantennas. While the enhancement of THG signals are limited by the material absorption, this can be simply relieved by tailoring the field distribution and the radiation of the THG signals [40] . As a result, considering the exceptional nonlinearity of the solution-processable lead halide perovskite [28] , many functional devices such as nonlinear meta-lens [53] , nonlinear hologram [40] , and even nonlinear topological photonics [54] can also be demonstrated in a more cost-effective form.
Discussion:
In summary, we have experimentally studied the nonlinear resonances in lead halide perovskite metasurfaces. While many types of nonlinear processes can be achieved in nonlinear perovskite metasurfaces, we find that the three-photon luminescence is more efficient and experiences much stronger enhancement than the higher order harmonic generations. Based on our experimental observations, we have verified the new applications of perovskite metasurfaces, i.e. the nonlinear color nanoprinting and the optical encoding. The spatial resolution can be as high as 8000 dpi, and the encoded information can only be viewed with the excitation with designed wavelength and polarizations. We believe this research shall pave an important step to the nonlinear perovskite photonics and nonlinear devices.
Methods:
Synthesis of perovskite film. See Supplementary Note 7 to obtain our ITO dispersion refractive index.
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